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Building Permit 
Policy & Procedures     

APPLICANT SHALL SUBMIT THE FOLLOWING TO THE VILLAGE OFFICE:  

1) Three (3) sets of plans (1/4 = 1 ; Maximum size = 24X36) drawn and stamped by an Illinois registered architect.   
(Revised if required by #7 below). 

2) Two (2) Lake County Health Department approved septic and/or well plans and permit. 
3) Three (3) site/plot plans showing: (1":20' minimum scale).   

a) existing and proposed building/structures, foundation elevations, sidewalks, driveways, culverts and 
underground facilities to include structure setbacks from all property lines.  

b) Existing topography.  
c) Proposed grading as reasonable as possible.  
d) Specific quantity in number of trees and general location of all existing trees six inches in diameter or 

larger, measured twelve inches above ground, all natural features, all existing and proposed public rights-
of-way and easements.  Such plan shall also indicate those trees that are proposed to be removed, and 
method of protecting trees which are to remain, and proposed tree replacement plan. (See below for 
requirements). 

e) Certification by surveyor/engineer of existing topography. 
NOTE: One set of plans and two site plans will be forwarded by the Building Dept. to the Village Engineer.  The Village 
Engineer will contact the submitting engineer, surveyor or applicant if additional or amended information is needed.  If re-
submission is necessary, the applicant will be responsible for re-submitting three amended site plans directly to the 
Village Engineer Leo Morand at Gewalt-Hamilton, 850 Forest Edge, Vernon Hills, IL 60061 (Phone 847-478-9700).  
4) One (1) building permit application, fully completed.  A separate application is required for a deck. 
5) 8-way panoramic pictures taken from center of site. 
6) Material samples: roof, siding, trim, front/rear/garage colors; close-up digital photo of brick and/or stone 
7) Approval of subdivision Architecture Review Committee of house plans (if applicable) 
8) Building Permit deposit of $1,000.00 
9) Wooded Lots Only:   

Five (5) Tree Preservation Plans for Tall Oaks - Lots 34 - 56 (see details in rear of packet)  

Note: A separate permit application and $70 deposit is required for decks, pools, patios, etc.  

                                                                                                                                                                                                                    
Upon receipt of application and all related materials, the Village Office will schedule a review before the Architecture 
Committee. The Architecture Committee agenda closes one week prior to their meeting; meetings are held on alternating 
Thursdays evenings.  Applicant will be informed of date and time of meeting and is encouraged to attend.  

Following recommendation of the Architecture Committee, the Village Office will forward the materials to the Building 
Commissioner for review and approval.  

The Building Commissioner may require additional review by the Village Engineer or other expert consultants.  The 
applicant will be responsible for the payment of said consultant s review fees.  

The Village Office will inform the applicant when the approved Building Permit is ready for issuance.  

Upon completion of footing/foundation, the Builder shall forward a spotted survey, including foundation elevation, to the 
Village Office. Failure to do so may result in red-tag stop work order and fine.  

A copy of the Lake County Health Department installation approval/testing of the septic and/or well and the 
well driller s invoice must be submitted to the Village Office prior to the issuance of a Certificate of Occupancy. 



  
Additional Information:   

All materials are to be submitted to:       

The Kildeer Village Office      
21911 Quentin Rd.      
Kildeer, IL 60047      
(847) 438-6000 / fax (847) 438-1531  

All building/zoning related calls are to be made through (847) 438-6000  

Building Commissioner/:  Bill Holmes/Holmes Consulting Service 
    Zoning Administrator   (847) 438-6000  

Lake County Health Department: Septic/well approval      
118 S. Main Street, Wauconda, Illinois 60084      
(847) 526-1125  

Building Setbacks - Typical R-1 zone setbacks are 75' front yard, 35' side yards, 50' rear yard.  A corner lot has two 
75' setbacks.  Specific setbacks in a PUD (Planned Unit Development) are noted with the PUD documentation and may 
be confirmed by the Zoning Administrator.  

Minimum Square Footage - 2500 sq. ft. habitable floor area minimum in R-1.  Ground floor must be a minimum 1500 
sq. ft. habitable floor area.  Ground floor includes only living area.  Minimum/maximum sq. ft. and bulk regulations for 
PUD s may vary and may be confirmed by the Zoning Administrator.  

Architecture Committee - meets every other Thursday evening at 7:30 p.m. at the Village Office when they have an 
agenda.  The agenda closes one week prior.  The Village Office will inform the applicant of the time and place.  Applicants 
are encouraged to attend and participate.   

Permit Pick-up 

 

In the event that the applicant does not obtain/pick up the permit within 90 days after notification of 
permit approval, then said approval shall be deemed null and void, the deposit shall be forfeited, and the documentation 
destroyed.  

Permit Lapses - a building permit lapses if a substantial start is not made in nine months, and after a twelve month 
period.   A permit may be renewed for an additional year, upon submission of a $500 renewal fee and reinspection.  There 
are no provisions to additional extensions beyond the 24 month period.  

Penalties  
Construction without benefit of permit: Permit Fee + 50% fine ($100 minimum)  
Violation of Stop Work Order: Fine of $50 - $500 per day  
Unpermitted Occupancy - Fine of $50 - $500 per day  

Construction Vehicles - may not be parked in the street at any time without express consent of the Kildeer Police 
Department (847) 438-6010.  

Construction Hours - are limited to 7:00 a.m. to 6:00 p.m. weekdays.  

Control of Site Sanitation - builder/contractor shall maintain site in a clean, healthy, safe and orderly manner.  Each 
site is required to have dumpster and portable sanitary facilities.  Burning of construction debris is not permitted.  
Builder/contractor shall be responsible to keep roadway free from dirt, clay and other construction debris on a daily basis.  

Location of Underground Utilities - call J.U.L.I.E. 1-800-892-0123    



    
Ordinances/Codes - Building and Zoning Ordinance may be inspected on line @ villageofkildeer.com, at the Ela Area 
Library on Mohawk Trail, or purchased at the Village Office. They are $20 each.  Kildeer's Building Ordinance references 
the following codes, with exceptions including but not limited to those listed below:  The Building Commissioner may be 
contacted regarding specific questions.  

2000 International (Non-residential)  Building Code  

2000 International Residential Code 
   Foundations:  a)  footings-frame 

 
10 thick x 1 6 wide;   brick 

 
10 thick x 1 8 wide 

                          b)  foundations 

 

frame 8 thick;  brick 10 thick  
             c)   Top of Foundation (TOF) to be within 1/5 of existing grade at all points 

                          d)  no cantilevering 
                          e)  additions, porches, etc. less than 150 sq. ft. frame 

 

8 thick trench 
                                         brick 

 

10 thick trench; greater than 150sq ft, same as (b) above   
f)   decks 

 

piers 3 6 deep, 8-10 diameter;  beam & post anchors 
     Chimney:  masonry required;  pre-fab prohibited 
     Insulation:  walls  minimum R-19;  roofs  minimum R-38;  foundation systems  minimum R-10 to be placed     

on interior walls 
2000 International Mechanical Code 
      Forced Air Systems  all supply and returns must be ducted.  

2000 International Fuel Gas Code  

2000 International Fire Code  

2002 National Electric Code 
         only rigid thin wall conduit is permitted;  recessed light fixtures in every closet.  

2004 Illinois Plumbing Code 
          water  type L copper;  sanitary, cast iron below grade;  PVE above grade  

1997 Illinois Accessibility Code  

Tree Replacement - in the event that the submitted plans indicate there are existing trees that shall be removed for the 
development of the site, such trees shall be replaced in accordance with the following:    

Diameter of Existing

  

# Replacement

 

Trunk Caliper

   

30" or greater    3      3" to 5"   
20-29 inches    2      3" to 5"   
11-19 inches    2      2.5"   
6 - 10 inches    1      2.5:  

Trunk caliper in inches is measured DBH (diameter at breast height).  All replacement shall comply with regulations as per 
Section 6-8-7 of the Village Code, and shall be guaranteed for one full year from planting.    

Inspections Required:  ($60 re-inspection fee)     
Site (after stakeout - before excavation)     
Footings (before pouring)     
Foundation & damproofing, draintile and insulation (prior to backfill)     
Foundation wall (in specific instances)     
Rough: plumbing, electrical, HVAC, framing     
Concrete flatwork, piers     
Underground plumbing and electric     
Insulation (prior to drywall)     
Septic, Sanitary, Storm Sewer     
Final inspection for Occupancy Certificate 



    
Permit Fees - for residential construction, in addition to the fees directly related to the cubic feet and specifics of the 
construction of the house, the following fees will be assessed:     

Completion Bond (below) - $5,000     
School Contribution - $2764 

 
$6623 (dependent upon district) 

In addition, depending upon location/subdivision, you may also pay:     
Annexation Fees - $440     
Sewer Bond or Permit Fees - $1,650 - $4,949  

Completion Bond - included with the permit fee is a $5,000 completion bond.  The completion bond shall be refunded 
to the applicant, upon written request, and upon recommended approval by a majority of the Architecture Committee.  A 
percentage, of the complete bond shall be withheld if the builder/owner has not completed the construction per plan, 
including all Architecture Review Committee recommendations accepted and agreed to by the applicant. 
Completion bond will double in instances where a specific builder is consistently non-compliant with agreed upon 
Architecture Committee approval of plans.



  
Architectural Building Controls 

Ordinance 97-O-738  

Chapter 9   

Policy  

The Policy is to promote and maintain the character of the Village, to preserve and protect the public welfare by 
enhancing the value of real estate within the Village and by maintaining and protecting real estate within the Village from 
impairment or depreciation of value.  

Application of provisions and standards  

No single-family residence ( subject residence ) shall be built in the Village which is of the same or similar design as the 
single-family residences located on the same side of the street on the first or second platted lots on both sides of the 
subject residence (regardless of intervening streets), directly across the street from the subject residence or immediately 
to the rear of the subject residence fronting on the first street to the rear of the subject residence.  The words directly 
across the street include any lot (covered lot) or portion thereof that falls within the lot lines, as extended, of the subject 
residence and the first or second lots on both sides of the covered lot.  The words immediately to the rear include any lot 
(covered lot) or portion thereof that falls within the lot lines, as extended, of the subject residence and the first or second 
lots on both sides of the covered lot.  

Any elevation of the subject residence shall be deemed to be of the same or similar design to a residence to which it is 
compared (the compared residence ) unless the subject residence has at least four (4) of the following features different 
from the compared residence:  

A. Basic arrangement of the building and its front elevation elements, such as right- or left-handed orientation, 
(garage, entry, bays, etc.)  

B. Arrangement and design of windows, shutters, doors, entryways and porches.  

C. Predominant building color.  

D. Major exterior building materials, such as vertical siding, horizontal siding, brick/masonry, stone, dryvit, etc.  

E. Roof style (hip, gable, mansard, etc.)  

F. Roofing materials such as wood shingles/shakes, asphalt and terra cotta.  

G. Site orientation (different elevation facing the street).  

H. Type of housing (ranch, raised ranch, split level, two story).   

The Building Commissioner of the Village of Kildeer shall not issue building permit approval unless the plans submitted for 
approval comply with this Chapter.  Plans for the subject residence may be resubmitted after they have been modified to 
meet or exceed the standards for dissimilar design.   

Appeals from decisions of the Building Commissioner in regard to this paragraph may be taken by aggrieved persons to 
the Village Board of Trustees.     



   
Village of Kildeer  

Individual Grading Plan Requirements  

The following guidelines are provided for individual builders for submittal of site plans for individual sites in the Village of 
Kildeer.  These guidelines are provided to help facilitate the review process, and to ensure that the proposed homes blend 
as much as possible with the existing topography.  

The top of foundation (TF) shown on the subdivision engineering plans are a guideline.  Proposed TF's may be modified 
to accommodate special existing conditions and proposed house placement.  Each proposed grading plan should 
minimize the amount of cutting and filling that occurs on each individual lot.  Each plan should conform as much as 
possible to the existing contours.  Special measures such as stepping foundations, garages etc. may be required to 
accomplish this.  

Each individual site plan needs to follow the criteria fisted below and contain the 
required information and be approved by the Village Engineer prior to the issuance of a building permit.  

1. The design engineer will certify as to the source of the existing condition topography and that it has been field 
checked and verified.  Existing spot grades will be shown at the following:  

a. Each lot corner 
b. The curb at the proposed driveway location 
c. High and low points on the driveway  

2. A minimum 1.5% slope shall be provided in all areas of the yard.  

3. Side yard grading will be such as to not adversely affect the adjacent parcels or to raise any overflow routes.  

4. Maximum driveway slopes from the garage to the street will be a maximum of 8%. A maximum 4% slope will be 
allowed from the street towards the garage in a situation where the garage is lower than the TF.  The first 12' of the 
driveway from the back of the curb will have a maximum slope of 3.5%. Show spot grades and slopes on the 
driveway.  All driveways will be a minimum 5' from the edge of the property line.  In areas where a easement exists, 
the driveway will not encroach into the easement.  

S. Basement low openings will be a minimum 2.0' above emergency overflow elevation.  

6. Show storm and sanitary services.  Include location and invert of existing stubs.  Show proposed alignment, invert, 
material and slope.  

7. Show TF, finished floor (FF), and garage floor (GF) elevations.  Include exterior steps and walkway grades and 
locations.  

8. Silt fence will be maintained on the downstream side of all disturbed areas.  Prior to beginning any excavation for 
foundations, silt fence will be installed.  

9. Maximum 4:1 slopes will be used in all transitional areas. 3:1 slopes may be considered in special situations.  

10. All lot grading plans to be prepared at 1"=20'.  

11. Prior to certificate of occupancy, an as-built will be required.  

Adherence to the above criteria will greatly facilitate the review process.  Plans conforming to the above criteria will be 
reviewed within 10 days of submittal to the Village.  Any questions regarding the above criteria, please contact the Village 
office (847) 438-6000.  

The Village Engineer is:    Mike Shrake       
Gewalt Hamilton       
850 Forest Edge       
Vernon Hills, IL 60061 (847) 478-9700 - fax (847) 478-9701 



  
                                                                            Memorandum 

    

Date:

 

August 29, 2000 

To:

 

Architecture Committee 

From:

 

Lauri Schreiber, Village Administrator 

Re:

 

Committee Guidelines 

   

                               ARCHITECTURE COMMITTEE GUIDELINES   

           Any architectural element (material) that is a part of the front elevation of a 
structure should be included on all other elevations (sides & rear) at a ratio of 2:1.    

           For example, if a structure is 100 % brick on front elevation, then sides and rear 
should be 50% brick each.  If a front elevation is 33% brick, 33% cedar and 33% dryvit, 
then each element should be included on all other elevations at a minimum of 15%.  
Any material used as an accent (less than 15% on front elevation) would not be subject 
to being included on other elevations.  Chimney alone will not satisfy ratio.  

          Details such as shutters, window muntins, dentals, etc. when used on front 
elevation should be carried around all elevations.               

The Village of Kildeer, 21911 Quentin Road, Kildeer, Illinois 60047 (847) 438-6000 / fax (847) 438-1531  



  




